




Select Units that will be used & Change Labels





Convert values To Metric Units.





Select Location “Abv/Blw”





Choose Type of Pipe & Jacket





Convert “strings” to “doubles”





Perform Calc. with metric values / Below Ground





Cond. 4.1





Cond. 4.2.1





Display Below Ground Results in selected unit





Cond. 1.2





Display Rounded Converted Units & Converted Results





Cond. 4.2





Perform Calc. with Metric / Above Ground





Cond. 8.3





Loop 2: 


Cond. 8.1





Loop 1:


Cond. 7.1





Cond. 8.2





Notes:


The Reset Button can be pressed at all times


Select Location can only be selected on first pass.








Cond. 2.1


 





Cond. 2.2





Cond. 1.1


 





Legend:


Blue lines = Main Path


Black lines = Conditions	





Conditions


Select Units that will be used & Change Labels


1.1 : Only on “First Pass” & Units are selected or after reset & Units are selected can you proceed to step 2


1.2 : Only after “First Pass” & Only if units are changed can you proceed to step 8 ( Display Converted Results & values)





Select Location (Above or Below)


: Only If Bellow or Above is selected can you proceed to step 3





Choose Type of Pipe & Jacket





Convert “String” to “Double”


: If metric units are selected & Ok button is clicked & Below Ground is selected proceed to step 6 (perform calc.)


: If Imperial units are selected & Ok button is clicked proceed to step 5


: If Above Ground Selected & Metric units & Ok Button proceed to step 9. 





Convert values to metric


: If Bellow ground proceed to step 6.


: If Above Ground proceed to step 9.





Perform Calculations with metric values for Below Ground





Display Below Ground Results in selected units


: Loop back to step 1 





Display Rounded Converted units & Converted Results


: If values have not changed proceed return to step 1.


: If values have changed, proceed to step 4


: If location changes, signal user that reset button must be clicked to perform this task.





Perform Calculations with metric values for Above Ground





Display Above Ground Results in Selected Unit


10.1: Loop back to step 1





Display Above Ground Results in selected unit





Loop3: Cond 10.2











